EASY FLOOR COAT

APPLICATION ON

NEW

BEFORE YOU START

We highly recommend
you watch the following
“How To” videos
available on
www.mixxcement.co.za
(Homepage -> How To)

Easy Floor mix
How to Trowel Floor Coat
Supreme Seal or Serious Seal

All of the above videos will be
relevant to successfully
coating your floors.

SHOPPING LIST

[[] Mixx Easy Floor (1xbag)
(Covers 25 - 35 m2 per coat -
surface dependent)

[] Mixx Plaster Binder
(1 x 5L per bag)

[] Mixxsilly Seal

[[] Mixx Supreme Seal

(Covers 35 m? per 5L - 2 coat
application)

[ ] Mixx Serious Seal

(Covers approx. 16 m2 per 2L -
2 coat application)

Mixx Bio Clean
(Used to clean surfaces)

Blondie Brush, Cut pile
roller & Pan (Used to seal)

|:| P100 Sandpaper
(Used for sanding between coats)

|:| Mixing Tool
(Hand mixing tool designed to fit
20L bucket)

|:| Mutton Cloth
(Used to clean)

|:| Masking Tape
(Mask to ensure clean, crisp, neat
lines)

ADDITIONAL
HOME TOOLS

[] 2x20L Paint Buckets

SCREED FLOORS

i

cement with style

METHOD

Preparation

1. Ensure floor is sound.

2. Topping must be well cured (28 days) and have good compressive strength 20 MPa - 30 Mpa
5% or less moisture content.

3. Free from cracking, crumbling or scuffing.

4. Topping should comply with NHBRC regulatory standards.

5. Expansion joints should be allowed every 3 to 4 meters.

6. Wash entire floor using a scrubbing brush with Mixx Bio Clean, give extra care where
contaminates are prevalent.

7. Rinse very well using fresh water - rinse twice if necessary - ensure all soapy residue is
removed.

8. Leave to dry for 12 - 24 hours (weather dependent).The floor must be completely dry.

9. Inspect floor for any residue contaminates and should there be any oil, bitumen, carbolineum
etc. - sand and then seal affected areas with 1 coat of Supreme seal. Leave to dry for a full day.
10. Prior to application tape entire area with masking tape to ensure neat work and clean crisp
lines.

Application

1. Make a basic Easy Floor mix as per instruction video.

2. Trowel your first coat using windscreen wiper movements and cross hatch.

3. Allow to dry for 1 - 4 hours weather dependent (ensure the bottom coat is sound enough to
receive another coat).

4. Sand where necessary with P100 so that your surface is smooth.

5. Apply the second coat pushing this coat into your first coat by applying pressure and flatten
and burn using cross hatch movements until you achieve your desired finish. Please note that
burning (blackening or movement) is achieved easily and can be regulated by the applicator in
order to achieve the desired effect you prefer.

6. Once you have applied your final coat, ensure surface has CURED enough to walk on approx.
4 hours, then sand surface with P100 (this can be done the next day but surface will have cured
quite hard at this stage making it more difficult to sand).

7. Leave the surface to CURE for a minimum of 72 Hours (3 days) - the longer it cures the
stronger your surface.

8. It is important that while curing the surface is not exposed to ANY water - this can leave
unsightly marks on your surface as well as cause blistering and delamination.

Sealer
Silly Seal

Silly Sealis a prior acrylic-based sealer application that will retain the Easy Floor Colour, should
you decide to to apply Supreme Seal (solvent-based polyurethane) as you final sealant. But
should you decide to apply Serious Seal (water-based polyurethane), it is not necessary to
apply a coat of Silly Seal prior to Serious Seal.

Itis important that your final coat of Easy Floor is left to CURE for a minimum of 72 hours before
applying Silly Seal. To retain colour first apply a single coat of Silly Seal and allow to stand for
24 hours and then seal with Supreme Seal, if this step is skipped your colour will become very
dark. PLEASE NOTE however that you must work neatly and protect all taps, sanware and
surfaces with tape and drip sheets. Avoid spilling Silly Seal on any surface as it will dry extreme-
ly hard and is easily undetectable until it is too late and difficult to remove.

1. Ensure your surface had been left to cure for a minimum 72 hours (3 days) before applying
Silly Seal.

2. Silly Seal can be applied as single coat to achieve a matte finish or as a two-coat application
for more washability.

3. Silly seal is applied by cutting and rolling. Never cut ahead, cut and roll simultaneously(see
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NOTES

QUICK OVERVIEW

= Watch Videos
= Prep

= Trowel x2 coats
= Sand

= Seal

It is IMPERATIVE to
follow curing
instructions for

optimum strength of
your cement project.
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METHOD CONTINUED

NOTES

Supreme Seal (Solvent-based Polyurethane

1. To retain colour first apply a single coat of Silly Seal allow to stand for 24 hours and then seal with Supreme Seal, if this step
is skipped your colour will become very dark.

2. Supreme Seal is a is a solvent based polyurethane and a two-coat application.

3. Supreme Seal must be applied using a cut and roll method (See Supreme Seal video) and rolled out in an even film thickness.
4. Please note that you must work neatly and use masking tape where necessary to ensure clean crisp lines.

5. Leave first coat to dry for approximately 6 hours (weather dependent) prior to applying the second coat in the same method
as the first coat.

6. Once the final coat is applied - leave for 24 hours before trafficable.

7. Please note that full strength is reached in 5 days - caution must be given during this time - surfaces must not be subject to
heavy objects. Use footpads under furniture and do not drag heavy furniture over the floors.

Serious Seal (Water-based Polyurethane)

1. Serious Seal is a water-based polyurethane and a two-coat application.

2. Serious Seal must be applied using a cut and roll method (See Serious Seal video) and rolled out in an even film thickness.
3. Please note that you must work neatly and use masking tape where necessary to ensure clean crisp lines.

4. Leave first coat to dry for approximately 4 - 6 hours (weather dependent) prior to applying the second coat in the same
method as the first coat.

5. Once the final coat is applied - leave for 24 hours before trafficable.

6. Please note that full strength is reached in 5 days - caution must be given during this time - surfaces must not be subject to
heavy objects. Use footpads under furniture and do not drag heavy furniture over the floors.

** Should liquid be spilt onto the floor ensure you wipe immediately. Do not place rugs or solid furniture during the curing
phase.

SLURRY WINDSCREEN WIPER TECHNIQUE
A thinned out mixture (Painting Mixx) used as a primer. The technique used when troweling.
CURING CROSS HATCH WITH WINDSCREEN WIPER

Mixx Cement does not DRY, it CURES. It takes anything between 1 - 3 days to Is using a criss-cross motion over your windscreen wiper technique to optimize
cure, depending on the application. It is important to follow curing instructions the movement on your surface finish.

for optimum strength of your cement project.
BURNING

PULL COLOUR DOWN The speed at which the trowel moves over your final finish and creates more
This is the darkening of the cement or finished colour due to the properties of movement.

the sealer used.
CUT & ROLL OR CUT, ROLL & WIPE

MOVEMENT The cut & roll method of sealing is when you cut and roll simultaneously and the
The lovely mottled finish that is achieved from troweling cement. Cut, roll & wipe method is when you cut roll and wipe off excess sealer
FLATTEN

Using your trowel to flatten product and ensure there are no trowel marks on

the surface.

Mixx cement with Style provides all information based on many years of experience in the field of cement coating application and manufacture. The information is given
in good faith, but no guarantee of any performance characteristic is given or implied. Mixx Cement with Style cannot be held liable for consequential damage of
whatsoever nature that may rise from the use of the Mixx product by third parties.

The use of information provided is done at your own risk and Mixx Cement with Style, its suppliers, agents or associates accept no liability for any damages arising out of

the use or inability to use the information provided.

Mixx Cement is committed to you successfully applying our product to your project, if you are unsure about any application, please feel free to contact us for
advice on hello@mixxcement.co.za.

WWWw.mixxcement.co.za



